
INCLUDED IN KIT:
24" roll  |  1.5" roll  |  3" putty knife  |  spray bottle  |  
microfiber towel

Additional recommended tools:
sandpaper 220 grit  |  utility knife  |  screwdriver / gun  |  
flat / pry bar  |  hammer  |  tack cloth / vacuum

Have questions? 
Email us at ReviveKit@genesisproductsinc.com

GENESISPRODUCTSINC.COM

REVIVE
Easy-to-install updates for your RV

Wallboard Kit
Thank you for your recent purchase. Below, you’ll find instructions and tips  
for installing your Genesis REVIVE Wallboard Kit, designed to help you elevate 
your RV interior. Please read through the entire document before  
beginning your installation.

INSTRUCTIONS

Recommended applications
Ideal for interior walls in areas with minimal exposure to water.

Disclaimer
This product is made using a texture that can produce a pattern� if not applied using 
randomly staggered starting positions.

	 WARNING: This product can expose you to chemicals including Vinyl Chloride, 
Acetaldehyde, Ethyl Benzene, MIBK, Toluene, Formaldehyde, and Methanol which are 
known to the State of California to cause cancer and birth defects or other reproductive 
harm. For more information go to www.P65Warnings.ca.gov.

1-year limited manufacturer’s warranty  ©2023 Genesis Products, Inc. All rights reserved.

DID YOU KNOW?

The natural properties of citrus break 
down films, adhesives and other 
materials used within RV components, 
resulting in bubbling or blistering. 
Protect your investment by avoiding 
citrus products during installation and 
cleaning. Mild soap and water are all 
you need!

INSTALLATION PREP
1. Move furniture and obstacles away from project area.

2. �Carefully remove any wall hangings, treatments  
and frames.

3. �Wipe down all project surfaces using a microfiber towel, 
warm water and mild soap to remove any dirt or grease.

4. �Once the surfaces are dry, roughen them up by lightly 
sanding with 220 grit sandpaper for better adhesion. 
Vacuum or use a tack cloth to remove dust and debris.

APPLY FILM
1. �Before applying film, use the spray bottle  

to lightly mist the wall with water, allowing  
for easy repositioning and film adjustments. 

2. �Using your 24" roll of film, peel back the 
release liner approximately 12" and place it in 
the top corner of the wall, applying vertically.

3. �Use the putty knife to smooth out the film, 
working from the center and pressing out  
to the edges.

4. �Continue slowly peeling the release liner 
back, working in small sections until the  
area is covered.

TRIM TO FIT
1. �Use a sharp utility knife to carefully trim 

excess film following corners, window frames  
or trim as a guide.

2. �Begin the next section and complete the 
process above, paying close attention to the 
film’s pattern. By starting each section in a 
different area of the film, you will minimize the 
chance of developing a repetitive pattern. 

FINISHING TOUCH
1. �Cover seams with the included roll of 1.5" 

seam tape and put furniture, frames and 
window treatments back in place. 

!

SCAN TO VIEW THE 
HOW-TO VIDEO



INCLUDED IN KIT:
18" roll  |  6" roll  |  3" putty knife

Additional recommended tools:
sandpaper 220 grit  |  utility knife  |  microfiber towel  |  
screwdriver / gun  |  tack cloth / vacuum  |   
spray bottle

Have questions? 
Email us at ReviveKit@genesisproductsinc.com

GENESISPRODUCTSINC.COM

REVIVE
Easy-to-install updates for your RV

Cabinet Kit
Thank you for your recent purchase. Below, you’ll find instructions and tips  
for installing your Genesis REVIVE Cabinet Kit, designed to help you elevate  
your RV interior. Please read through the entire document before  
beginning your installation.

INSTRUCTIONS

INSTALLATION PREP
1. Move furniture and obstacles away from project area.

2. �Carefully remove doors and hardware from all project pieces.

3. �Wipe down all project surfaces using a microfiber towel, warm 
water and mild soap to remove any dirt or grease.

4. �Once the surfaces are dry, roughen them up by lightly sanding 
with 220 grit sandpaper for better adhesion. Vacuum or use  
a tack cloth to remove dust and debris.

NOTE: To maximize adhesion, pay extra attention to small creases 
or detailed areas during the cleaning and sanding steps.

CABINET ANATOMY
Cabinetry is made up of two main parts; 

1. �A cabinet box which consists of the box  
and typically a face frame.

2. A door and/or a drawer

Please familiarize yourself with the terms 
shown at right, as they will be used 
throughout the instructions. 

APPLY FILM TO THE DOORS AND CABINET BOX
Scan the QR code for detailed steps  
in applying the film.

DID YOU KNOW?

The natural properties of citrus break 
down films, adhesives and other 
materials used within RV components, 
resulting in bubbling or blistering. 
Protect your investment by avoiding 
citrus products during installation and 
cleaning. Mild soap and water are all 
you need!

Panel

Rail

Stile

Drawer

Side panel

Face frame

Recommended applications
Ideal for interior walls in areas with minimal exposure to water.

Disclaimer
This product is made using a texture that can produce a pattern� if not applied using 
randomly staggered starting positions.

	 WARNING: This product can expose you to chemicals including Vinyl Chloride, 
Acetaldehyde, Ethyl Benzene, MIBK, Toluene, Formaldehyde, and Methanol which are 
known to the State of California to cause cancer and birth defects or other reproductive 
harm. For more information go to www.P65Warnings.ca.gov.

1-year limited manufacturer’s warranty  ©2023 Genesis Products, Inc. All rights reserved.

!



INSTALLATION PREP
     TURN OFF BREAKER
1. �Move furniture and obstacles away from 

project area. Set up externally powered lights.

2. �Carefully remove any ceiling fixtures including 
air conditioners, smoke detectors or lights 
while safely tucking all wires away from 
cutting area. 

3. �Wipe down all project surfaces using the 
supplied microfiber towel, warm water and 
mild soap to remove any dirt or grease.

4. �Once the surfaces are dry, the ceiling overlay 
is ready to begin.

APPLY FILM
2 people recommended for easier installation

1. �Working in the direction of the panel seams, 
measure and cut pieces from the 24" film 
roll accordingly to cabinets and/or other 
permanent fixtures.

2. �Peel back and apply the release liner 
approximately 12" using the ceiling edge, 
battens or seams as a guide.

3. �Use the putty knife to smooth out the film, 
working from the center and pressing out  
to the edges.

NOTE: Air bubbles and creases are normal. 
If they can’t be removed as described above, 
carefully pierce them with the tip of your utility 
knife to release the air while smoothing them 
over with the putty knife.

4. �Continue slowly peeling the release liner back 
1" at a time, working in small sections until the 
panel is covered.

5. �Begin the next section and complete the 
process until the ceiling is covered, paying 
close attention to the film’s pattern. By starting 
each section in a different area of the film,  
you will minimize the chance of developing  
a repetitive pattern.  

6. �Cover seams with the included roll of 1.5" 
seam tape.

FINISHING TOUCH

1. �With the ceiling completed, use a sharp 
utility knife to carefully trim excess film 
following boundaries and fixtures as guides. 
Additionally, puncture existing screw holes  
for re-installation.

2. �Reinstall ceiling fixtures and replace furniture.

Recommended applications
Ideal for interior ceilings in areas with minimal exposure to water.

Disclaimer
This product is made using a texture that can produce a pattern� if not applied 
using randomly staggered starting positions.

	 WARNING: This product can expose you to chemicals including Vinyl 
Chloride, Acetaldehyde, Ethyl Benzene, MIBK, Toluene, Formaldehyde, and 
Methanol which are known to the State of California to cause cancer and 
birth defects or other reproductive harm. For more information go to www.
P65Warnings.ca.gov.

1-year limited manufacturer’s warranty  ©2024 Genesis Products, Inc.  
All rights reserved.

INCLUDED IN KIT:
24" roll  |  1.5" roll  |  3" putty knife  |  spray bottle  |  microfiber 
towel

Additional recommended tools:
utility knife  |  screwdriver / gun  |  flat bar  |  hammer  |  lighting

Have questions? 
Email us at ReviveKit@genesisproductsinc.com

GENESISPRODUCTSINC.COM

REVIVE
Easy-to-install updates for your RV

Ceiling Kit
Thank you for your recent purchase. Below, you’ll find instructions and tips for 
installing your Genesis REVIVE Ceiling Kit, designed to help you elevate your RV 
interior. Please read through the entire document before beginning your installation.

INSTRUCTIONS

DID YOU KNOW?

The natural properties of citrus break down films, 
adhesives and other materials used within RV 
components, resulting in bubbling or blistering. 
Protect your investment by avoiding citrus products 
during installation and cleaning. Mild soap and water 
are all you need!

!
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SCAN TO VIEW THE 
HOW-TO VIDEO



INCLUS DANS LA TROUSSE :
rouleau de 24 po | rouleau de 1,5 po | couteau 
à mastiquer 3 po | vaporisateur | serviette en microfibre

Outils supplémentaires recommandés :
papier de verre grain 220 | couteau universel | 
tournevis/pistolet | plat/levier | marteau | chiffon 
de dépoussiérage/aspirateur

Avez-vous des questions? 
Envoyez-nous un courriel à  
ReviveKit@genesisproductsinc.com

GENESISPRODUCTSINC.COM

REVIVE
Mises à jour faciles à installer pour votre autocaravane

Trousse pour panneaux muraux
Merci pour votre récent achat. Ci-dessous, vous trouverez des instructions et des conseils 
pour installer votre trousse pour panneaux muraux Genesis REVIVE, conçue pour vous 
aider à rehausser l’intérieur de votre autocaravane. Veuillez lire l’intégralité du document 
avant de commencer votre installation.

INSTRUCTIONS

Applications recommandées
Idéal pour les murs intérieurs dans des zones peu exposées à l’eau.

Avis de non-responsabilité
Ce produit est fabriqué à partir d’une texture qui peut produire un motif� si elle n’est pas 
appliquée en utilisant des positions de départ décalées de manière aléatoire.

	 AVERTISSEMENT :Ce produit peut vous exposer à des produits chimiques, 
notamment le chlorure de vinyle, l’acétaldéhyde, l’éthylbenzène, le 4-méthylpentan-2-one, 
le toluène, le formaldéhyde et le méthanol, connus par l’État de Californie pour provoquer 
le cancer, des malformations congénitales ou d’autres problèmes de reproduction. Pour 
de plus amples renseignements, rendez-vous sur www.P65Warnings.ca.gov.

Garantie limitée du fabricant d’un an ©2023 Genesis Products, Inc. Tous droits réservés.

!

LE SAVIEZ-VOUS?

Les propriétés naturelles des agrumes 
décomposent les films, adhésifs 
et autres matériaux utilisés dans 
les composants de l’autocaravane, 
entraînant la formation de bulles 
ou de cloques. Protégez votre 
investissement en évitant les produits 
à base d’agrumes lors de l’installation 
et du nettoyage. Du savon doux  
et de l’eau suffisent!

PRÉPARATION DE L’INSTALLATION
1.	 Éloignez les meubles et les obstacles de la zone du projet.

2.	Retirez soigneusement toutes les tentures murales, 
les revêtements et les cadres.

3.	Essuyez toutes les surfaces du projet à l’aide d’une serviette 
en microfibre, d’eau tiède et de savon doux pour éliminer 
toute saleté ou graisse.

4.	Une fois les surfaces sèches, dépolissez-les en ponçant 
légèrement avec du papier de verre grain 220 pour une 
meilleure adhérence. Passez l’aspirateur ou utilisez un chiffon 
de dépoussiérage pour enlever la poussière et les débris.

APPLIQUER UN FILM
1.	 Avant d’appliquer le film, utilisez le vaporisateur 

pour vaporiser légèrement le mur avec de 
l’eau, facilitant ainsi le repositionnement et les 
ajustements du film. 

2.	Utiliser votre rouleau de film 24 po, décollez le 
papier anti-adhérent à environ 12 po et placez-
le dans le coin supérieur du mur, en l’appliquant 
verticalement.

3.	Utilisez le couteau à mastiquer pour lisser le film, 
en partant du centre et en appuyant vers les bords.

4.	Continuez à décoller lentement le papier  
anti-adhérent, en travaillant par petites sections 
jusqu’à ce que la zone soit couverte.

COUPER POUR AJUSTER
1.	 Utilisez un couteau universel bien aiguisé pour 

couper soigneusement l’excédent de film en 
suivant les coins, les cadres de fenêtre ou les 
garnitures comme guide.

2.	Commencez la section suivante et terminez le 
processus ci-dessus, en accordant une attention 
particulière au motif du film. En commençant 
chaque section dans une zone différente du 
film, vous réduirez le risque de développer  
un motif répétitif. 

LA TOUCHE FINALE
1.	 Couvrez les coutures avec le rouleau de ruban 

adhésif de 1,5 po fourni et remettez les meubles, 
les cadres et les revêtements de fenêtres en place. 

BALAYEZ POUR VISIONNER LA 
VIDÉO DU TUTORIEL



INCLUS DANS LA TROUSSE :
rouleau de 18 po | rouleau de 6 po| couteau 
à mastiquer 3 po

Outils supplémentaires recommandés :
Papier de verre grain 220 | couteau utilitaire | 
serviette en microfibre | tournevis/pistolet | chiffon 
de dépoussiérage/aspirateur | vaporisateur

Avez-vous des questions? 
Envoyez-nous un courriel à  
ReviveKit@genesisproductsinc.com

GENESISPRODUCTSINC.COM

REVIVE
Mises à jour faciles à installer pour votre autocaravane

Trousse pour placards
Merci pour votre récent achat. Ci-dessous, vous trouverez des instructions et des conseils 
pour installer votre trousse pour placards Genesis REVIVE, conçue pour vous aider 
à rehausser l’intérieur de votre autocaravane. Veuillez lire l’intégralité du document avant 
de commencer votre installation.

INSTRUCTIONS

PRÉPARATION DE L’INSTALLATION
1.	 Éloignez les meubles et les obstacles de la zone du projet.

2.	Retirez soigneusement les portes et la quincaillerie de toutes les 
pièces du projet.

3.	Essuyez toutes les surfaces du projet à l’aide d’une serviette en microfibre, 
d’eau tiède et de savon doux pour éliminer toute saleté ou graisse.

4.	Une fois les surfaces sèches, dépolissez-les en ponçant légèrement 
avec du papier de verre grain 220 pour une meilleure adhérence. 
Passez l’aspirateur ou utilisez un chiffon de dépoussiérage pour 
enlever la poussière et les débris.

REMARQUE : Pour maximiser l’adhérence, portez une attention 
particulière aux petits plis ou aux zones détaillées lors des étapes 
de nettoyage et de ponçage.

ANATOMIE DES PLACARDS
Les placards sont composés de deux parties 
principales; 

1.	 Un coffret qui comprend une boîte 
et généralement un cadre frontal.

2.	Une porte et/ou un tiroir

Veuillez vous familiariser avec les termes indiqués 
à droite, car ils seront utilisés tout au long des 
instructions. 

APPLIQUER UN FILM SUR LES PORTES ET LE COFFRET
Scannez le code QR pour connaître les 
étapes détaillées d’application du film.

LE SAVIEZ-VOUS?

Les propriétés naturelles des agrumes 
décomposent les films, adhésifs 
et autres matériaux utilisés dans 
les composants de l’autocaravane, 
entraînant la formation de bulles 
ou de cloques. Protégez votre 
investissement en évitant les produits 
à base d’agrumes lors de l’installation 
et du nettoyage. Du savon doux  
et de l’eau suffisent!

Panneau

Rail

Montant

Tiroir

Panneau latéral

Cadre frontal

Applications recommandées
Idéal pour les murs intérieurs dans des zones peu exposées à l’eau.

Avis de non-responsabilité
Ce produit est fabriqué à partir d’une texture qui peut produire un motif� si elle n’est pas 
appliquée en utilisant des positions de départ décalées de manière aléatoire.

	 AVERTISSEMENT :Ce produit peut vous exposer à des produits chimiques, 
notamment le chlorure de vinyle, l’acétaldéhyde, l’éthylbenzène, le 4-méthylpentan-2-one, 
le toluène, le formaldéhyde et le méthanol, connus par l’État de Californie pour provoquer 
le cancer, des malformations congénitales ou d’autres problèmes de reproduction. Pour 
de plus amples renseignements, rendez-vous sur www.P65Warnings.ca.gov.

Garantie limitée du fabricant d’un an ©2023 Genesis Products, Inc. Tous droits réservés.

!


